RED ARROW

FLACSITE

110V SLIMLINE FLOODLIGHT

FLAC site floodlights are lightweight, yet
robust, thanks to die-cast aluminium
construction. Using cost-effective driver-
on-board technology, the range offers high
efficacy and value for money.
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Features
+ Ultra slim, lightweight design

« Bracket allows 360° adjustment

» High efficacy 95 Im/W
« Builtin surge protection

- Pre-wired with Tm cable ) ) _

Specification Dimensions
Material: Body: Die-Cast Aluminium
Lens: Glass W mm
D mm -
Colour Temperature: 6500K
Colour Finish: Yellow
CRI Ra80 Lmm
LED Lifetime: L70B50 30,000 Hrs
(.
Beam Angle: 110° Symmetrical
IP Rating: IP65
IK Rating: IKO7
Product Code Dimensions
Working Temperature: -20°C to 45°C
FLAC50Y L: 205mm, W: 165mm, D: 33mm
Power Factor 0.9
FLAC100Y L:290mm, W: 230mm, D: 41Tmm
Electrical Class: Class| FLAC150Y L: 330mm, W: 270mm, D: 47mm
Guarantee: 2 Years FLAC200Y L: 390mm, W: 330mm, D: 47mm
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FLAC Site Floodlight

FLAC50Y

Light Distribution Curve

105°

30°

cd/kim
C0-C180

200

300

400

15° 0°

C90-C270

FLAC100Y

105°

90°

75°

60°

45°

n=100%

Wattage
50W
100W
150W

200W

Lumen Output Efficacy Net Weight Barcodes
4750 Im 95 Im/W 0.68 5055807620727
9500 Im 95 Im/W 1.32 5055807620734
14250 Im 95 Im/W 1.72 5055807620741
19000 Im 95 Im/W 3.00 5055807623834
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Red Arrow Electrical Ltd, Cortonwood Drive, Brampton, Barnsley S73 OUF SPEC_SITE_0023_FLAC_V2



