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L I G H T I N G  A C C E S S O R I E S S P E C I F I C AT I O N  S H E E T

Features
•	 Automatic on/off control – save up to 60% energy costs

•	 Ambient light sensor, to prevent switch on when adequate brightness available

•	 Adjustable sensitivity, hold time and ambient light threshold

•	 Suitable for mounting heights up to 4m

•	 Detection range up to 10m

A microwave detector with on/off control and daylight sensor. 
Contains optional detection range, holdtime and daylight threshold.

Tel: 0114 279 8999         email: sales@redarrowelectrical.co.uk         redarrowelectrical.co.uk

Red Arrow Electrical Ltd, Cortonwood Drive, Brampton, Barnsley S73 0UF SPEC_ACCESSORIES_0011_MWD_V2

MICROWAVE  DETECTOR FOR 
LUMINAIRE INTEGRATION

Specification

Material: Polycarbonate

IP Rating: IP20

Working Temp: -20°C to 55°C

Colour finish: White

Switching Capacity: 
800W (Resistive)
400W (LED)

Electrical Class: Class: II

Guarantee: 5 Years

5 
YRS
GUARANTEE

230V IP20

Product Code Description Dimensions Power Consumption Weight (Kg) Barcode

MWD/H6 Microwave detector for luminaire integration L: 126 x W: 32 x D: 36mm 0.5W 0.08 5055807622806

www.redarrowelectrical.co.uk 
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