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Features
•	 High quality die-cast construction

•	 Easy to adjust tilt and rotation

•	 Unique fixing brackets to connect  
groups of fittings

•	 Create bespoke linear and  
grid configurations

Specification Dimensions

DLSRA is a highly versatile range of recessed downlights, 
suitable for both retail and commercial applications. This 
square downlight has fixing brackets to allow units to be 
connected, creating attractive, bespoke display lighting.

DLSRA  
SQUARE ADJUSTABLE DOWNLIGHT

Material: Die-Cast Aluminium

Colour Temperature: 4000K

Colour Finish White

CRI Ra>80

LED Lifetime: L80B50 50,000 Hrs

IP Rating: IP40

Working Temperature: -20°C to 65°C

Beam Angle: 45°

Power Factor >0.9

Electrical Class Class II

Guarantee: 3 Years

L170mm

Cut out: 150 x 150mm
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Red Arrow Electrical Ltd, Cortonwood Drive, Brampton, Barnsley S73 0UF SPEC_DOWNLIGHTS_0018_COBDLSRA_V3

Automatic Circuit 
Breaker Type: B6 B10 B13 B16 B20 C10 C13 C16 C20

Rated Current: 6A 10A 13A 16A 20A 10A 13A 16A 20A

Cable (mm): 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 2.5

COBDLSRA30W-40

Maximum Fittings Per Circuit

Light Distribution Curve

www.redarrowelectrical.co.uk 

Product Code Description Wattage Lumen Output Efficacy Weight (Kg) Barcode

COBDLSRA30W-40
Square Adjustable 
Downlight 

30W 2900 lm 97 lm/W 1.28 5055807618250

Product Code Description Emergency Battery Type Barcodes

TITANX/4/KIT Titan X remote Emergency 4W LiFeP04 5055807625258

TITANX/4/KIT/ST Titan X remote Emergency 4W Self Test LiFeP04 5055807625272


