
E L EC TR I CAL S P E C I F I C AT I O N  S H E E T

Red Arrows wireless battery operated smoke alarm offers a sleek and modern 
design with built in 10 year Lithium battery, Easy Installation base, Photoelectric 
sensor for detection of smoldering fires, reacting quicker than Ionization Alarms 
and RF interlinking function for upto 40 battery operated smoke and heat 
alarms. Suitable for BS 5839-6:2019+A1:2020 Installations and BSI Kitemark  
offer complete peace of mind for your household.

Intended for use in circulation spaces including living  
rooms, bedrooms, landings and hallways, Larger  
spaces may require more alarms.

BATTERY OPERATED 
SMOKE ALARM

Specification
Sensor Type: Photoelectric

Power Source: 3V CR17450 Lithium

Battery Life: 10 Year

Battery: Sealed

Alarm Sound: >85dB at 3m

Safety Standard: BS EN 14604:2005+AC:2008

Features
•	 Built-in 10 year lithium battery
•	 RF Interconnect upto 40 devices 
•	 Photoelectric Sensor for detecting slow smoldering fires
•	 Compliant to BS 5839-6:2019+A1:2020
•	 All sensors are 100% tested, NOT batch tested
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Product Code Description Dimensions Weight (Kg) Barcode

SHC-BAT-SM Wireless Smoke Alarm Ø: 120 x D: 35.5mm 5055807626477
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