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FORTRESS 
NON-CORROSIVE FITTINGS

Features
•	 4/8/10/12 Diffuser clips included.

•	 High efficacy - 90 lm/W

•	 Mounting bracket included as standard

•	 Strong corrosion resistant IP65 housing

•	 Microwave sensors (WFLEDMS / MSLEDEXT) available

The new waterproof LED Non-Corrosive, with a 
Tridonic driver, streamlined body, quick terminal 
connector and multiple entry options.

Specification

Code Description Lumen Output
Emergency 

Lumen Output
Wattage Efficacy

NCFT425E Fortress Non-Corrosive Fitting 1200mm Tridonic Driver 2250 lm 180 lm 25W 90 lm/W

IP65

230V 4000K

IK07

5  
YRS
GUARANTEE

I N D U S T R I A L  L I G H T I N G S P E C I F I C AT I O N  S H E E T

Red Arrow Electrical Ltd, Cortonwood Drive, Brampton, Barnsley, S73 0UF

Guarantee 5 Years

Colour Appearance (CCT) 4000K

IP Rating IP65

IK Rating IK07

Voltage 230V

Material (Body/Housing) ABS

Material (Diffuser/Cover) Polycarbonate

Colour Rendition (CRI) Ra>80

Product Information

Colour Finish Grey

LED Life Expectancy 50,000 Hours

Power Factor 0.9

Frequency 50/60Hz

Driver Type Fixed Output

Approval UKCA CE

Electrical Class Class I

Working Temperature 0°C to 40°C
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Dimensions (mm) L: 1265 x W: 105 x D: 110 mm

Product Net Weight (kg) 2.15 kg

Barcode 5055807619196

Box Gross Weight (kg) 2.56 kg
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